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Dimensions 
 

 

LO 

HI 

All Dimensions are in Inches 

Lo (Front) 
 
HI 

0.533” 

5.78” 

(4) 0.193” Mounting Holes 

2.250” 

3.120” 

3.66” 

(2) ¼” Brass Barbed Fittings 

Pressure Transmitter 
Model:  DP Series 
Input:  24 VAC/+15-36 VDC 
Range:  -0.25 to +0.25” WC 
Output:  4 to 20 mA 

 
 

 
 
 
Ordering Information 
   Model#      Standard Span  Output 
A    /DP [     ]          [     ]           [     ]           Table of Jumper Selectable Ranges

for all DP Model# to the left
 (1) +/- 1.0”  (5) 0 to 5 VDC  DP1 +/- 2.0” N/A N/A 
 (2) +/- 0.5” (10) 0 to 10 VDC  DP2 +/- 0.3” N/A N/A 
 (3) +/- 0.25” (20) 4 to 20 mA  DP3 +/- 0.5” N/A N/A 
 (4) 0 to 0.25”    DP4 0 to 0.5” 0 to 0.4” 0 to 0.3” 
 (5) 0 to 0.5”    DP5 0 to 0.4” 0 to 0.3” 0 to 0.25” 
 (6) 0 to 1.0”    DP6 0 to 0.8” 0 to 0.6” 0 to 0.5” 
 (7) 0 to 2.0”    DP7 0 to 2.5” 0 to 1.5” 0 to 1.25” 
 (8) 0 to 3.0”    DP8 0 to 5.0” 0 to 4.0” 0 to 2.5” 
 (9) 0 to 5.0”    DP9 0 to 4.0” 0 to 3.0” 0 to 2.5” 
 (10) 0 to 10.0”    DP10 0 to 8.0” 0 to 6.0” 0 to 5.0” 
 (11) Please Specify        

 
Example:   A/DP -(9) -(0 to 5.0”) -(20)     or     ACI/DP -(6) -(0 to 1.0”) -(5) 

5.25” 

2305 Pleasant Veiw Rd.     Middleton Industrial Park     Middleton, WI 53562
PH: (608) 831-2585     FAX: (608) 831-7407 




